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LPG-FIT



 Workinstruction



WI-LPG-FIT-01 REV.-01

	1. Cut LPG hose with hose cutter. 
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	2. Mark Assembly Depth of the Hose according Table below.


	[image: image2.jpg]




	3. Assemble Shell till the end of the Hose. 
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	4. Assemble Nipple  till start of the Shell. 
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	5. Marking of Assembly Depth should be under the Shell and not visible.
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	6. Press on 2 Segment Press till full closure of the Die segments.

7. Pls secure that crimping segments are fully closed and there is no gap between the segments.

8. Pls check that only the Shell is crimped and  measure Crimp Diameter, secure that the diameter is according the specified Crimp Diameter.
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	-size
	DN
	Hose

 Artikel-Nr.
	Shell 

Artikel-Nr.
	Assembly Depth of Hose
	Die Set 
	Crimp Diameter 
	Remark

	-3
	5
	LF-H-03
	LF-S-03
	15 mm
	9 mm
	9,9  (0,1mm
	

	-4
	6
	LF-H-04
	LF-S-04
	15 mm
	12 mm
	11,7 (0,1mm
	

	-5
	8
	LF-H-05
	LF-S-05
	19 mm
	14 mm
	14,4 (0,1mm
	

	-6
	10
	LF-H-06
	LF-S-06
	19 mm
	 14 mm
	 16,6 (0,1mm
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